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CONSTRUCTION PROCEDURES

STAGE 1 (BEFORE PAVEMENY MILLING)

A) REMOVE A MINIMUM OF 12" OF THE PAVEMENT FROM
AROUND THE STRUCTURE.
8) REMOVE THE EXISTING FRAME AND LID FROM THE STFUCTURE
C) COVER THE STRUCTURE OPENING WITH A 36“ DIAMET
METAL PLATE.
D) BACKFILL WITH CRUSHED STONE AND A MINIMUM 1l4"
THICK HOT-MIX MATERIAL APPRGVED BY THE ENGINE&R.

STAGE I1 (AFTER PAVEMENT MILLING)

A} REMOVE THE HOT-MIX MATERIAL AND CRUSHED STONE

B) INSTALL THE FRAME AND LIDs ADJUST THE FRAME TO ITS
FINAL SURFACE ELEVATIDN.

C) THE SURROUNDING SPACE SHALL BE FILLED WITH CLASS SI
CONCRETE TO THE ELEVATION OF THE SURFACE OF THE
EXISTING BASE COURSE.

THE PROCEDURE EXPLAINED ABOVE SHALL CONFORM TO THE nPPLICABLE

PORTIONS OF SECTIONS 333, 406, 602 AND 603 OF THE ST ANDARD
SPECIFICATIONS.

LOCAT 10N OF STRUCTURES

El ME N OF THE WGRK.
THE CONTRACTOR WILL DELIVER THE RECDRD TO THE ENGIN

BASIS OF PAYMENT
STRUCTURE TG BE ADJUSTED.

NOTES
1. EXISTING BROKEN FRAMES AND LIDS SHALL BE REMDVED
AND DISPOSED OF BY THE CONTRACTOR AND SHALL BE

REPLACED AS DIRECTED BY THE ENGINEER. REPLACEMENT
FRAMES AND LIDS WILL BE PAID FOR IN ACCORDANCE WITH
ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS UNLIZSS
A SEPARATE PAY ITEM HAS BEEN PROVIDED.

2. IF THE EXISTING LIDS ARE OPEN, THE FRAME WILL BE
ADJUSTED TO THE ELEVATION OF THE MILLED PAVEMENT
SURFACE PRIOR TC THE MILLING OPERATION. THE FRAME
WILL NOT BE REMOVED AND COVERED BY THE METAL PLATI

3. THE METAL PLATE USED TO_COVER THE STRUCTURE SHALL
REMAIN THE PROPERTY QF THE CONTRACTDR.

DETAILS FOR FRAMES AND LIDS ADJUSTMENT WITH MILLING
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TYPE 86~12 CURB AND GUTTER
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SUBBASE GRANULAR MATERIAL. TYPE B

# CROSS SLOPE 2% OR AS SHOWN
ON CROSS SECTIONS

REQUIRED EARTH EXCAVATION TO CONSTRUCT P.C.C. SIDEWALK
SHALL BE INCIDENTAL TC THE P.C.C. SIDEWALK 5 INCH.

2. WHEN FORMS ARE REMOVED FROM THE SIDEWALK EITHER THE SIDEWALK

TO APPROACH
DOWN A= Yo' PREFORMI

B= TOLLED OR

DRIVEWAY WITH A TYPE B-6.12 CURB AND GUTTER

-
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» DRIVEWAY SHALL HAVE A MIN, SLOPE OF 2% AND MAX. SLOPE OF 8%

APPROACH SHALL HAVE A MIN. SLOPE OF 2% AND MAX., OF fO%.

ALL AGGREGATE SUB-DASE SHALL BE MECHANICALLY COMPACTED. (95% PROCTOR)
PUBLIC SIDEWALK SHALL BE 7" THICK P.C. CONCRETE AT DRIVEWAY, (NO WIRE MESH)
M!NXMUM THICKI&ES f:‘OR APPROACH. (NO WIRE MESH)

CONCRETE ON 2 AGGREGATE BASE COURSE TYPE B O
E 3” THK. HOT~MIX ASPHALT SURFACE ON 6" AGGREGATE BASE COUFSE TYPE B

ED BIT. EXPANSION JOINT {TYPICAL)
SAWED CONTRACTION JOINTS

SHALL BE BARRICADED OR BACKFILLED WITHIN 24 HOURS.

P.C.C. SIDEWALK DETAIL
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